
Technical datasheet TIGER 32 / 

TIGER 32 with shatter-proof film 
 

DIMENSIONS  : mm. 270x380x160 

WEIGHT   : KG. 2,17 

POWER    : 230 Volt – 50 Hz 

TOTAL POWER  : 50 Watt 

LAMP : 32W Actinic lamp / 32W Actinic lamp 

  with shatter-proof film 

CONSUMPTION  : 1,2 Kw in 24 hours 

 

PLASTIC MATERIALS: 

 

- HOUSING   : SELF-ESTINGUISHING ABS 

- PROPELLER : GLASS FIBRE NYLON 6 - PHOSPHORESCENT  

 

ALL MATERIALS ARE RECYCLABLE 

ALL WELDING COMPLIES WITH THE RoHS DIRECTIVES 

ALL COMPONENTS AND MATERIALS ARE PRODUCED IN EUROPE 

ALL TRAPPENS’ MACHINES ARE MADE AT ITS PLANTS IN ITALY 

AND ARE SUPPLIED WITH A 48 MONTH WARRANTY. 

 

FUNDAMENTAL CHARACTERISTICS: 

 

- SILENT 
- NO CHEMICAL SUBSTANCES 
- NOT HARMFUL FOR PEOPLE (THE PROPELLER STOPS 

IMMEDIATELY WHEN TOUCHED, THE CURRENT IS NOT EXPOSED) 

- PHOSPHORESCENT PROPELLER (ESSENTIAL BECAUSE IT MAKES 
THE MACHINE' S TUNNEL BRIGHTER, ATTRACTING INSECTS 

MORE EFFECTIVELY). PATENTED BY TRAPPEN’S 

- TO MAINTAIN THE MACHINE’S EFFICIENCY OVER TIME IT IS 
IMPORTANT TO REPLACE THE ACTINIC BULB EVERY 6000 

HOURS OF USE. 

 

TRAPPENS’ MACHINES ARE COMPLIANT WITH THE FOLLOWING 

STANDARDS: 

 

- ITALIAN PRESIDENTIAL DECREE 327 OF 26/03/1980 AND 
SUBSEQUENT AMENDMENTS REGARDING HYGIENE AND HEALTH 

FOR EFFICACY, HYGIENE AND SAFETY OF PERSONS; 

- ITALIAN LAW DECREE NO. 155 OF 26/05/1997, DIRECTIVE 
93/43 EEC AND 96/3/EC (HACCP); 

- ITALIAN LAW DECREE NO. 156 OF 26/05/1997, DIRECTIVE 
93/99/EEC (HACCP); 

- EEC STANDARDS ON THE SAFETY OF PERSONS 


